
            60' Tower  16 Floodlights

      Rental Unit
   Stadium Style TOWERS
            16-1000w Power Flood Fixtures

                                     45 to 60 Acres 
                     Model#     Total Area Illumination

       BUMQ2516MH-E-60FT-1000w   1,760,000 sq.ft @.5fc with 1000ft Projection

                            SPECIFICATIONS

     16 - 1000w Metal Halide Floodlights * 60' Electric Telescoping Tower * Exclusive Tower Safety Features.

MQ POWER diesel Gen-set mounted 25Kva 208Y/120V, 3ph, 60hz OR Less Gen-set with Utility Power Switch 

                     24 Hours Run Time * Trailer or Skid Mounted 
                                 Right Click Photo to enlarge…

         45 to 60 Acres -.5fc Ave Total Illumination

    RENTAL LIGHT TOWERS

    Stadium Towers are delivered ready for use.

Operators fill with # 2 Diesel, position towers,

extend outriggers, start engines, turn lights on.

Allow lights to reach full power,  5 minutes.

Pivot tower to vertical, 60' Height,  Automatic stop.

Beacon Light will alert operator tower at 60'

    Engine will run for 27 hour before refueling.

Floodlights come pre-positioned for max flood

projection to cover 60 acres of area.  Each fixture

    WIND Loads @ 40mph can be adjusted to target specific work areas.

   Stadium Towers can be connected to Utility on-site Power.  15' prewired power cord is installed for quick connect.

SCOPE OF DESIGN: Model# BUMQ2516MH-60'-1000w Stadium Tower is an Original first introduced by Bossltg .

16-1000 watt Metal Halide Floodlights mounted on a 60 foot telescoping DUAL DRUM electric winched tower.

Floodlights are powered by a Water Cooled diesel Engine equipped with low oil and high water temperature

shutdown. 25kva Generator, 208y/120v, 3ph, 60hz.  Floodlight control panel. Push-button Winch controlers.  

Trailer designed with SIX OUTRIGGERS.  Wind Load Capacity at 60ft height is 40 mph . Red Beacon Light Status.

24 hour fuel tank.  Trailer SUPPLIED with towing package.  3" RING Coupler Standard


