égg 15kVA Portable Diesel Generator

Trailer or Skid Mounted

e UltraQuiet e Portable e Switchable Voltage e Weatherproof

e Optional Auto Start/Stop Timers Available

Model # DCA15

Unit Specifications

Generator Type Revolving Field Brushless AC
Continuous output, 60Hz, 3 phase 12kW (15kVA)
Continuous output, 1 phase 9kW (9kVA)
Standby output, 3 phase 13.2kW (16.5kVA)
Voltage, 3 phase (switchable) 240

Voltage, 1 phase (switchable) 120, 139, 240
Amps, 1 phase, 120V 37.5A x 2 (zig-zag-w)
Amps, 1 phase, 240V 37.5A (zig-zag-w)
Amps, 3 phase, 240V 36.1A

Amps, 3 phase, 480V N/A

Rated Frequency - Regulation 60Hz + 0.25%
Rated speed, 60Hz 3600 rpm

Sound level, no load at 23 feet 65 dB(A)
Sound level, full load at 23 feet 67 dB(A)

Engine Specifications

Make, model and type Kubota D902, 3 cylinder
Emission certification US EPA Tier 4 Final
Design features Indirect Injection

Displacement 54.8 cu. in. (0.898 L)

Continuous rated output 20.7 hp @ 3600 rpm
Starting system Electric 12V DC

Internal fuel capacity 9.62 gallons (36.4L)

Fuel consumption, full load 1.24 gal./hr (4.7L/hr
Fuel consumption, 3/4 load 1.03 gal./hr (3.9L/hr
Fuel consumption, 1/2 load 0.85 gal./hr (3.2L/hr
Fuel consumption, 1/4 load 0.66 gal./hr (2.5L/hr
Total coolant capacity 1.06 gallons (4L)

Total oil capacity / oil class 0.95 gal. (3.6L)

o DO —

Physical Characteristics

Dimensions (L x W x H) 51.6” x 25.2” x 35.2”
(1310 x 640 x 895mm)
Unit dry weight 939 Lbs (426kg)

e Additional fuctionality and options available upon request.
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