BgSS

e High Quality Light e NEMA4X

Classifications

e Validated For Portable Use

2/4 Paint Booth Spray Lights
Explosion Proof LED Lighting

e UL844 Hazardous Locations

Model # PSL2100EXP-120V

Specifications

Lamp Type LED

# Fixtures 2
Fixture Length 4 Feet
Total Watts 186W
Total Lumens 21,836

Operating Voltage

120V-277V/ 50-60Hz

CCT

4153

Ambient Temp

-20°C <Tamb< 55°C

Class I, Division I, Groups C & D e Class I, Division 2, Groups C & D e Class Il, Division 1 & 2, Groups E, F,
& G ¢ Class Il « Class I, Zone |, Groups IIA and IIB e Class |, Zone |, Groups IIA, IIB, and IIC « UL 844
Hazardous Locations ¢ UL 924 Emergency Lighting « UL 1598A Marine Outside Type ¢ UL 1598 Wet
Locations « NEMA 4X, 7CD, & 9EFG ¢ CUL « IP66 ¢ Paint Spray Booth « UL 8750 LED Safety

Phone: (866) 442-0260 | Email

Model # PSL4100EXP-120V

Specifications

Lamp Type LED

# Fixtures 4

Fixture Length 4 Feet

Total Watts 372W

Total Lumens 43,672

Operating Voltage | 120V-277V/ 50-60Hz
CCT 4153

Ambient Temp

-20°C <Tamb< 55°C

: rentals@bossltr.com | bossltr.com




